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Alkaline CIP product with extra degreasing properties 
 
Product Description 
 
DM Clean Super is an alkaline CIP product for the food industry. 
 
Properties 
 
DM Clean Super has excellent degreasing properties and is ideal for use in soft and medium hard water. 
 
Direction of use 
 
1. Rinse before application. 
2. Circulate or soak with a solution of 0,5 to 2% DM Clean Super during 10-30 minutes. Temperature depending on 
degree of grease cover (40-80°C). 
3. Rinse with clean water. 

 
Specifications 
 

Physical state  Liquid 
Colour  Colourless 
pH  1% 12.2 
Freezing point -15 °C 
Boiling point 90 °C  
Relative density  1.4 
Solubility in water 100 % 
 

Storage and Disposal 
 
Protect from freezing. Keep at temperature not exceeding 50 °C. Keep container closed when not in use. 
 
Safety instructions for the user 
 
Do not use on aluminum and materials sensitive to alkaline products! 
Avoid contact between alkaline and acid products. 
Always test the product first on a small surface. 
Consult your Cid Lines sales’ person for a suitable cleaning- and disinfecting program that is adjusted according to the 
contamination and the specific conditions of the company. 
 
Before use, please check the MSDS. 
 
 

Th
e 

in
fo

rm
at

io
n 

pr
ov

id
ed

 in
 th

is
 T

ec
hn

ic
al

 S
af

et
y 

D
at

a 
S

he
et

 is
 c

or
re

ct
 to

 th
e 

be
st

 o
f o

ur
 k

no
w

le
dg

e 
an

d 
w

hi
le

 w
e 

en
de

av
or

 to
 k

ee
p 

th
e 

in
fo

rm
at

io
n 

up
 to

 d
at

e 
an

d 
co

rre
ct

 a
cc

or
di

ng
 to

 th
e 

st
at

e 
of

 th
e 

ar
t, 

w
e 

m
ak

e 
no

 re
pr

es
en

ta
tio

ns
 o

r w
ar

ra
nt

ie
s 

of
 a

ny
 k

in
d,

 e
xp

re
ss

 o
r i

m
pl

ie
d,

 a
bo

ut
 th

e 
co

m
pl

et
en

es
s,

 a
cc

ur
ac

y,
 re

lia
bi

lit
y 

or
 

su
ita

bi
lit

y 
w

ith
 re

sp
ec

t t
o 

th
e 

in
fo

rm
at

io
n 

co
nt

ai
ne

d 
in

 th
is

 te
ch

ni
ca

l d
at

a 
sh

ee
t. 

A
ny

 re
lia

nc
e 

yo
u 

pl
ac

e 
on

 s
uc

h 
in

fo
rm

at
io

n 
is

 th
er

ef
or

e 
st

ric
tly

 a
t y

ou
r o

w
n 

ris
k.

 In
 n

o 
ev

en
t w

ill
 w

e 
be

 li
ab

le
 fo

r a
ny

 lo
ss

 o
r d

am
ag

e 
(in

cl
ud

in
g,

 w
ith

ou
t l

im
ita

tio
n,

 in
di

re
ct

 o
r c

on
se

qu
en

tia
l l

os
s 

or
 d

am
ag

e,
 o

r a
ny

 lo
ss

 o
r d

am
ag

e 
w

ha
ts

oe
ve

r a
ris

in
g 

fro
m

 
lo

ss
 o

f p
ro

fit
s)

 a
ris

in
g 

ou
t o

f, 
or

 in
 c

on
ne

ct
io

n 
w

ith
, t

he
 u

se
 o

f t
hi

s 
in

fo
rm

at
io

n 
an

d 
/o

r t
he

 u
se

, h
an

dl
in

g,
 p

ro
ce

ss
in

g 
or

 s
to

ra
ge

 o
f t

he
 p

ro
du

ct
. A

lw
ay

s 
co

ns
ul

t t
he

 S
af

et
y 

D
at

a 
S

he
et

 a
nd

 p
ro

du
ct

 la
be

l f
or

 m
or

e 
in

fo
 a

bo
ut

 s
ec

ur
ity

.  
 

Not all CID LINES products are available in all countries. For information about availability of a specific product, please contact your CID LINES dealer. 

 
 

 

Waterpoortstraat 2, 8900 Ieper (Belgium) 
T +32 (0)57 21 78 77  •  F +32 (0)57 21 78 79 
info@cidlines.com   •   www.cidlines.com 

 
 


